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IDENTIFY THE FIXING AREA, 
AND CLEAN 

WITH ALCOHOL PADS PROVIDED

PEEL COVER 
TO EXPOSE 
ADHESIVE PAD

PEEL COVER 
TO EXPOSE 
ADHESIVE PAD

INSTALL MOUNT, 
CENTERED 

ON THE CLEANED AREA

ACHIEVES FULL STRENGTH 
AFTER 12 HOURS

REMOVE MOUNT FROM DEVICE 
BY REMOVING M4 PIN TORX SCREWS 
USING PROVIDED T-15 SCREWDRIVER

INSTALL MOUNT ON 
ANY 100mm VESA COMPATIBLE STAND OR ARM 

USING PROVIDED M4x10mm PHILLIPS PAN HEAD SCREWS

RISE POLE STAND SHOWN
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  ROUTE POWER CABLE
  THROUGH MOUNT
AND STAND

  ATTACH POWER CABLE
TO DEVICE

  RE-ATTACH DEVICE TO MOUNT
  WITH M4 PIN TORX SCREWS

USING PROVIDED T-15 SCREWDRIVER

  IT MOUNT CAN FIX TO ANY
LAPTOP OR TABLET

  IT MOUNT IS COMPATIBLE WITH ANY
100mm VESA STAND, ARM OR MOUNT
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Compatible With All Compulocks’ Stands 



Hinge Adjustment
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LOVE IT LOCK IT

Wall Mounting - Wood Stud Wood Stud Istallation

2.75”
69.85mm

DRILL 2 Holes 
.157” X 2 1/2” DEEP
M4 X 63.5mm DEEP
CENTERED ON STUD

INSTALL SCREWS PROVIDED
#14 X 2 1/2” PHILIPS PAN HEAD
SHEETMETAL SCREW, 2 PLACES

STEP 1
ADJUST LARGE HINGE SCREW
TO DESIRED TENSION OF ARM 
WITH WRENCH PROVIDED

STEP 2
AFTER CORRECT TENSION IS ACHIEVED

TIGHTEN SET SCREW
WITH WRENCH PROVIDED 
DO NOT OVER TIGHTEN

STEP 1
ADJUST LARGE HINGE SCREW
TO DESIRED TENSION OF ARM
WITH WRENCH PROVIDED

STEP 2
AFTER CORRECT TENSION IS ACHIEVED

TIGHTEN SET SCREW
WITH WRENCH PROVIDED
DO NOT OVER TIGHTEN



Installation Complete Monitor Mounting
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LOVE IT LOCK IT

Tilt Adjustment Enclosure Installation
ADJUST TILT TENSION SCREW
TO DESIRED TENSION

WITH WRENCH PROVIDED
USE M4 X 8mm SCREWS PROVIDED

TO INSTALL ENCLOSURE

IF MOUNTING A MONITOR
REMOVE M4 PRESS IN NUTS

HARDWARE FOR MOUNTING THE MONITOR
IS NOT INCLUDED
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